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REFRIGERANT R32 R410A

TYPE MULTI PIPING DB BOX TYPE

kBtu/h 14 16 18 21 24 27 30 40 40 48 56

kW 4.1 4.7 5.3 6.2 7.0 7.9 8.8 11.7 11.7 14.1 16.4

Energy 
Efficiency

BLDC Comp 
& Fan Motor • • • • • • • • • • •

Eurovent 
Certification • • • • • • • • • • •

Variable Voltage 
Control • • • • • • • • •

Wide Louver 
Plus Fin • • • • • • • • • • •

Optimized Heat 
Exchanger Path • • • • • • • • • • •

Power Saving 
Start up • • • • • • • • •

Peak Current 
Control • • • • • • • • • • •

Standby Mode • • • • • • •

Mode Lock • • • • • • • • • • •

Extreme
Durability

R1 Compressor • • • •

Twin Rotary 
Compressor • • • • • • •

Smart Sensor 
Pressure Control • • • • • • • • •

Black Fin
Heat Exchanger • • • • • • • • • • •

Comfort & 
Convenience

Fast Cooling & 
Heating • • • • • • • • •

Night Silent 
Operation • • • • • • • • • • •

Wiring Error Check • • • • • • • • • • •

LG MV • • • • • • • • • • •

PI-485 Connection • • • • • • • • •

Forced Cooling 
Operation • • • • • • • • • • •

kBtu/h 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Wall
Mounted

Gallery MA09R NF1 MA12R NF1

Mirror AM07BH NSJ AC09BH NSJ AC12BH NSJ AC18BH NSK AC24BH NSK

Air - 
Purification

○●
AP09RT NSJ

○●
AP12RT NSJ

Deluxe
DM07RH NSJ DC09RH NSJ DC12RH NSJ DC18RH NSK DC24RH NSK

Standard
Plus

PM05SP NSA PM07SP NSA PC09SQ NSJ PC12SQ NSJ PM15SP NSJ PC18SQ NSK PC24SQ NSK

MJ05PC NSJ MJ07PC NSJ MJ09PC NSJ MJ12PC NSJ MJ15PC NSJ MJ18PC NSK MJ24PC NSK

Standard 2
●

MS07ET NSA
○●

S09ET NSJ
○●

S12ET NSJ
○●

S18ET NSK
○●

S24ET NSK

Ceiling
Mounted
Cassette

1 Way
Cassette MT09R NU1 MT11R NU1

4 Way
Cassette MT06R NR0 MT08R NR0 CT09F NR0 CT12F NR0 CT18F NQ0 CT24F NB0

Ceiling
Concealed
Duct

Mid / High
Static 
Pressure CM18F N10 CM24F N10

Low Static
Pressure

CL09F N50 CL12F N50 CL18F N60

CL24F N30

R32  INDOOR / OUTDOOR UNITS

 Single Only    Multi Only     Compatible with Residential Single Split    ◎ Compatible with Commercial Single Split

kBtu/h 14 16 18 21 24 27 30

kW 4.1 4.7 5.3 6.2 7.0 7.9 8.8

Multi
MU2R15 UL0 

2-port
MU2R17 UL0 

2-port
MU3R19 U21 

3-port
MU3R21 U21 

3-port
MU4R25 U21 

4-port
MU4R27 U40 

4-port
MU5R30 U40 

5-port

※ All indoor units are compatible with R410A outdoor units.

kBtu/h 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Console
CQ09 NA0 CQ12 NA0 CQ18 NA0

kBtu/h 40 48 56

kW 11.7 14.1 16.4

Multi 

Multi Piping

MU5M40 U44 5-port

Distribution Box

FM40AH U34 / FM41AH U34 7-IDU FM48AH U34 / FM49AH U34 8-IDU FM56AH U34 / FM57AH U34 9-IDU

R410A  INDOOR / OUTDOOR UNITS
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Notes :
1. Capacities are based on the following conditions:

Cooling : - Indoor Temperature 27°C (80.6°F) DB / 19°C (66.2°F) WB - Outdoor Temperature 35°C (95°F) DB / 24°C (75.2°F) WB
Heating : - Indoor Temperature 20°C (68°F) DB / 15°C (59°F) WB - Outdoor Temperature 7°C (44.6°F) DB / 6°C (42.8°F) WB
Piping Length - Interconnecting Piping Length 7.5m - Level Difference of Zero.

2. * : See page "Combination Table".
3. Due to our policy of innovation some specifications may be changed without notification.
4. At least two indoor units should be connected
5. Minimum combination ratio should be more than 40%.
6. This product contains fluorinated greenhouse gases (R32)

OUTDOOR UNITS MU2R15 UL0 MU2R17 UL0

Compressor Type Twin Rotary Twin Rotary

Capacity*
Cooling Min. / Nom. / Max. kW 0.9 / 4.1 / 4.7 0.9 / 4.7 / 5.4

Heating Min. / Nom. / Max. kW 1.0 / 4.7 / 5.4 1.0 / 5.3 / 5.7

Low Temperature Capacity Heating -7°C Max. kW 3.3 3.7

Power Input*
Cooling Min. / Nom. / Max. kW 0.2 / 1.0 / 1.4 0.2 / 1.3 / 1.7

Heating Min. / Nom. / Max. kW 0.2 / 1.1 / 1.4 0.2 / 1.3 / 1.6

Running Current
Cooling Min. / Nom. / Max. A 1.1 / 4.6 / 6.4 1.1 / 5.6 / 7.9

Heating Min. / Nom. / Max. A 1.1 / 4.9 / 6.6 1.1 / 5.5 / 7.6

EER 4.14 3.75

COP 4.38 4.22

SEER 8.50 7.80 

SCOP 4.20 4.20 

Pdesign (@-10°C) kW 4.10 4.10

Seasonal Energy Label Cooling / Heating (A+++ to D Scale) A+++ / A+ A++ / A+

Annual Energy Consumption Cooling / Heating 169 / 1,367 210 / 1,367

Airflow Rate Nom. m3/min 28.2 28.2

Sound Pressure
Cooling Nom. dB(A) 48 48

Heating Nom. dB(A) 51 51

Sound Power Cooling Max. dB(A) 61 63

Dimensions W x H x D mm 770 x 545 x 288 770 x 545 x 288

Net Weight Kg 36 36

Refrigerant

Type R32 R32

Charge Kg 1.1 1.1

Additional Charge g/m 20 20

GWP 675 675

t-CO
2
 eq 0.743 0.743

Operation Range (Outdoor)
Cooling Min. / Max. °C DB -10 / 48 -10 / 48

Heating Min. / Max. °C WB -18 / 18 -18 / 18

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable No. x mm2 3C x 2.5 3C x 2.5

Transmission Cable No. x mm2 4C x 0.75 4C x 0.75

Circuit Breaker A 15 15

Piping Length Total m 30 30

Piping Length per Branch Max. m 20 20

Piping Elevation Difference
IDU - ODU Max. m 15 15

IDU - IDU Max. m 7.5 7.5

Piping Connection
Liquid mm (inch) x No. Ø6.35 (1/4) x 2 Ø6.35 (1/4) x 2

Gas mm (inch) x No. Ø9.52 (3/8) x 2 Ø9.52 (3/8) x 2

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com
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OUTDOOR UNITS MU3R19 U21 MU3R21 U21 MU4R25 U21

Compressor Type Twin Rotary Twin Rotary Twin Rotary

Capacity*
Cooling Min. / Nom. / Max. kW 1.1 / 5.3 / 6.3 1.1 / 6.2 / 7.3 1.1 / 7.0 / 8.5

Heating Min. / Nom. / Max. kW 1.2 / 6.3 / 7.3 1.2 / 7.0 / 7.8 1.2 / 8.1 / 9.1

Low Temperature Capacity Heating -7°C Max. kW 5.2 5.5 5.9

Power Input*
Cooling Min. / Nom. / Max. kW 0.3 / 1.1 / 2.0 0.3 / 1.4 / 2.5 0.3 / 1.8 / 2.8

Heating Min. / Nom. / Max. kW 0.3 / 1.3 / 2.0 0.3 / 1.5 / 2.4 0.3 / 1.8 / 2.9

Running Current
Cooling Min. / Nom. / Max. A 1.3 / 5.0 / 9.2 1.3 / 6.5 / 11.1 1.3 / 8.0 / 12.6

Heating Min. / Nom. / Max. A 1.3 / 5.7 / 9.2 1.3 / 6.9 / 10.8 1.3 / 8.3 / 12.9

EER 4.75 4.28 4.00

COP 5.00 4.60 4.40

SEER 8.50 8.50 8.00

SCOP 4.40 4.40 4.40

Pdesign (@-10°C) kW 5.20 5.20 5.40

Seasonal Energy Label Cooling / Heating (A+++ to D Scale) A+++ / A+ A+++ / A+ A++ / A+

Annual Energy Consumption Cooling / Heating 217 / 1,655 253 / 1,655 308 / 1,718

Airflow Rate Nom. m3/min 50 50 50

Sound Pressure
Cooling Nom. dB(A) 48 49 50

Heating Nom. dB(A) 53 54 54

Sound Power Cooling Max. dB(A) 63 64 66

Dimensions W x H x D mm 870 x 650 x 330 870 x 650 x 330 870 x 650 x 330

Net Weight Kg 46 46 46.2

Refrigerant

Type R32 R32 R32

Charge Kg 1.4 1.4 1.4

Additional Charge g/m 20 20 20

GWP 675 675 675

t-CO
2
 eq 0.945 0.945 0.945

Operation Range (Outdoor)
Cooling Min. / Max. °C DB -10 / 48 -10 / 48 -10 / 48

Heating Min. / Max. °C WB -18 / 18 -18 / 18 -18 / 18

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable No. x mm2 3C x 2.5 3C x 2.5 3C x 2.5

Transmission Cable No. x mm2 4C x 0.75 4C x 0.75 4C x 0.75

Circuit Breaker A 20 20 20

Piping Length Total m 50 50 70

Piping Length per Branch Max. m 25 25 25

Piping Elevation Difference
IDU - ODU Max. m 15 15 15

IDU - IDU Max. m 7.5 7.5 7.5

Piping Connection
Liquid mm (inch) x No. Ø6.35 (1/4) x 3 Ø6.35 (1/4) x 3 Ø6.35 (1/4) x 4

Gas mm (inch) x No. Ø9.52 (3/8) x 3 Ø9.52 (3/8) x 3 Ø9.52 (3/8) x 4

Notes :
1. Capacities are based on the following conditions:

Cooling : - Indoor Temperature 27°C (80.6°F) DB / 19°C (66.2°F) WB - Outdoor Temperature 35°C (95°F) DB / 24°C (75.2°F) WB
Heating : - Indoor Temperature 20°C (68°F) DB / 15°C (59°F) WB - Outdoor Temperature 7°C (44.6°F) DB / 6°C (42.8°F) WB
Piping Length - Interconnecting Piping Length 7.5m - Level Difference of Zero.

2. * : See page "Combination Table".
3. Due to our policy of innovation some specifications may be changed without notification.
4. At least two indoor units should be connected
5. Minimum combination ratio should be more than 40%.
6. This product contains fluorinated greenhouse gases (R32)

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

OUTDOOR UNITS MU4R27 U40 MU5R30 U40

Compressor Type Twin Rotary Twin Rotary

Capacity*
Cooling Min. / Nom. / Max. kW 1.3 / 7.9 / 9.5 1.3 / 8.8 / 10.6

Heating Min. / Nom. / Max. kW 1.5 / 9.1 / 10.6 1.5 / 10.1 / 12.1

Low Temperature Capacity Heating -7°C Max. kW 6.4 7.1

Power Input*
Cooling Min. / Nom. / Max. kW 0.4 / 1.8 / 2.9 0.4 / 2.0 / 3.4

Heating Min. / Nom. / Max. kW 0.6 / 2.1 / 3.4 0.6 / 2.2 / 3.6

Running Current
Cooling Min. / Nom. / Max. A 1.9 / 8.1 / 13.1 1.9 / 9.1 / 15.2

Heating Min. / Nom. / Max. A 2.8 / 9.4 / 15.3 2.8 / 9.7 / 16.3

EER 4.39 4.40

COP 4.39 4.70

SEER 8.00 8.20 

SCOP 4.20 4.20 

Pdesign (@-10°C) kW 7.00 7.40

Seasonal Energy Label Cooling / Heating (A+++ to D Scale) A++ / A+ A++ / A+

Annual Energy Consumption Cooling / Heating 346 / 2,333 376 / 2,467

Airflow Rate Nom. m3/min 60 60

Sound Pressure
Cooling Nom. dB(A) 50 50

Heating Nom. dB(A) 54 54

Sound Power Cooling Max. dB(A) 65 66

Dimensions W x H x D mm 950 x 834 x 330 950 x 834 x 330

Net Weight Kg 61 61

Refrigerant

Type R32 R32

Charge Kg 2.3 2.6

Additional Charge g/m 20 20

GWP 675 675

t-CO
2
 eq 1.553 1.755

Operation Range (Outdoor)
Cooling Min. / Max. °C DB -10 / 48 -10 / 48

Heating Min. / Max. °C WB -18 / 18 -18 / 18

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable No. x mm2 3C x 2.5 3C x 2.5

Transmission Cable No. x mm2 4C x 0.75 4C x 0.75

Circuit Breaker A 25 25

Piping Length Total m 70 75

Piping Length per Branch Max. m 25 25

Piping Elevation Difference
IDU - ODU Max. m 15 15

IDU - IDU Max. m 7.5 7.5

Piping Connection
Liquid mm (inch) x No. Ø6.35 (1/4) x 4 Ø6.35 (1/4) x 5

Gas mm (inch) x No. Ø9.52 (3/8) x 4 Ø9.52 (3/8) x 5

Notes :
1. Capacities are based on the following conditions:

Cooling : - Indoor Temperature 27°C (80.6°F) DB / 19°C (66.2°F) WB - Outdoor Temperature 35°C (95°F) DB / 24°C (75.2°F) WB
Heating : - Indoor Temperature 20°C (68°F) DB / 15°C (59°F) WB - Outdoor Temperature 7°C (44.6°F) DB / 6°C (42.8°F) WB
Piping Length - Interconnecting Piping Length 7.5m - Level Difference of Zero.

2. * : See page "Combination Table".
3. Due to our policy of innovation some specifications may be changed without notification.
4. At least two indoor units should be connected
5. Minimum combination ratio should be more than 40%.
6. This product contains fluorinated greenhouse gases (R32)

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com
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OUTDOOR UNITS MU3R19 U21 MU3R21 U21 MU4R25 U21

Compressor Type Twin Rotary Twin Rotary Twin Rotary

Capacity*
Cooling Min. / Nom. / Max. kW 1.1 / 5.3 / 6.3 1.1 / 6.2 / 7.3 1.1 / 7.0 / 8.5

Heating Min. / Nom. / Max. kW 1.2 / 6.3 / 7.3 1.2 / 7.0 / 7.8 1.2 / 8.1 / 9.1

Low Temperature Capacity Heating -7°C Max. kW 5.2 5.5 5.9

Power Input*
Cooling Min. / Nom. / Max. kW 0.3 / 1.1 / 2.0 0.3 / 1.4 / 2.5 0.3 / 1.8 / 2.8

Heating Min. / Nom. / Max. kW 0.3 / 1.3 / 2.0 0.3 / 1.5 / 2.4 0.3 / 1.8 / 2.9

Running Current
Cooling Min. / Nom. / Max. A 1.3 / 5.0 / 9.2 1.3 / 6.5 / 11.1 1.3 / 8.0 / 12.6

Heating Min. / Nom. / Max. A 1.3 / 5.7 / 9.2 1.3 / 6.9 / 10.8 1.3 / 8.3 / 12.9

EER 4.75 4.28 4.00

COP 5.00 4.60 4.40

SEER 8.50 8.50 8.00

SCOP 4.40 4.40 4.40

Pdesign (@-10°C) kW 5.20 5.20 5.40

Seasonal Energy Label Cooling / Heating (A+++ to D Scale) A+++ / A+ A+++ / A+ A++ / A+

Annual Energy Consumption Cooling / Heating 217 / 1,655 253 / 1,655 308 / 1,718

Airflow Rate Nom. m3/min 50 50 50

Sound Pressure
Cooling Nom. dB(A) 48 49 50

Heating Nom. dB(A) 53 54 54

Sound Power Cooling Max. dB(A) 63 64 66

Dimensions W x H x D mm 870 x 650 x 330 870 x 650 x 330 870 x 650 x 330

Net Weight Kg 46 46 46.2

Refrigerant

Type R32 R32 R32

Charge Kg 1.4 1.4 1.4

Additional Charge g/m 20 20 20

GWP 675 675 675

t-CO
2
 eq 0.945 0.945 0.945

Operation Range (Outdoor)
Cooling Min. / Max. °C DB -10 / 48 -10 / 48 -10 / 48

Heating Min. / Max. °C WB -18 / 18 -18 / 18 -18 / 18

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable No. x mm2 3C x 2.5 3C x 2.5 3C x 2.5

Transmission Cable No. x mm2 4C x 0.75 4C x 0.75 4C x 0.75

Circuit Breaker A 20 20 20

Piping Length Total m 50 50 70

Piping Length per Branch Max. m 25 25 25

Piping Elevation Difference
IDU - ODU Max. m 15 15 15

IDU - IDU Max. m 7.5 7.5 7.5

Piping Connection
Liquid mm (inch) x No. Ø6.35 (1/4) x 3 Ø6.35 (1/4) x 3 Ø6.35 (1/4) x 4

Gas mm (inch) x No. Ø9.52 (3/8) x 3 Ø9.52 (3/8) x 3 Ø9.52 (3/8) x 4

Notes :
1. Capacities are based on the following conditions:

Cooling : - Indoor Temperature 27°C (80.6°F) DB / 19°C (66.2°F) WB - Outdoor Temperature 35°C (95°F) DB / 24°C (75.2°F) WB
Heating : - Indoor Temperature 20°C (68°F) DB / 15°C (59°F) WB - Outdoor Temperature 7°C (44.6°F) DB / 6°C (42.8°F) WB
Piping Length - Interconnecting Piping Length 7.5m - Level Difference of Zero.

2. * : See page "Combination Table".
3. Due to our policy of innovation some specifications may be changed without notification.
4. At least two indoor units should be connected
5. Minimum combination ratio should be more than 40%.
6. This product contains fluorinated greenhouse gases (R32)

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

OUTDOOR UNITS MU4R27 U40 MU5R30 U40

Compressor Type Twin Rotary Twin Rotary

Capacity*
Cooling Min. / Nom. / Max. kW 1.3 / 7.9 / 9.5 1.3 / 8.8 / 10.6

Heating Min. / Nom. / Max. kW 1.5 / 9.1 / 10.6 1.5 / 10.1 / 12.1

Low Temperature Capacity Heating -7°C Max. kW 6.4 7.1

Power Input*
Cooling Min. / Nom. / Max. kW 0.4 / 1.8 / 2.9 0.4 / 2.0 / 3.4

Heating Min. / Nom. / Max. kW 0.6 / 2.1 / 3.4 0.6 / 2.2 / 3.6

Running Current
Cooling Min. / Nom. / Max. A 1.9 / 8.1 / 13.1 1.9 / 9.1 / 15.2

Heating Min. / Nom. / Max. A 2.8 / 9.4 / 15.3 2.8 / 9.7 / 16.3

EER 4.39 4.40

COP 4.39 4.70

SEER 8.00 8.20 

SCOP 4.20 4.20 

Pdesign (@-10°C) kW 7.00 7.40

Seasonal Energy Label Cooling / Heating (A+++ to D Scale) A++ / A+ A++ / A+

Annual Energy Consumption Cooling / Heating 346 / 2,333 376 / 2,467

Airflow Rate Nom. m3/min 60 60

Sound Pressure
Cooling Nom. dB(A) 50 50

Heating Nom. dB(A) 54 54

Sound Power Cooling Max. dB(A) 65 66

Dimensions W x H x D mm 950 x 834 x 330 950 x 834 x 330

Net Weight Kg 61 61

Refrigerant

Type R32 R32

Charge Kg 2.3 2.6

Additional Charge g/m 20 20

GWP 675 675

t-CO
2
 eq 1.553 1.755

Operation Range (Outdoor)
Cooling Min. / Max. °C DB -10 / 48 -10 / 48

Heating Min. / Max. °C WB -18 / 18 -18 / 18

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable No. x mm2 3C x 2.5 3C x 2.5

Transmission Cable No. x mm2 4C x 0.75 4C x 0.75

Circuit Breaker A 25 25

Piping Length Total m 70 75

Piping Length per Branch Max. m 25 25

Piping Elevation Difference
IDU - ODU Max. m 15 15

IDU - IDU Max. m 7.5 7.5

Piping Connection
Liquid mm (inch) x No. Ø6.35 (1/4) x 4 Ø6.35 (1/4) x 5

Gas mm (inch) x No. Ø9.52 (3/8) x 4 Ø9.52 (3/8) x 5

Notes :
1. Capacities are based on the following conditions:

Cooling : - Indoor Temperature 27°C (80.6°F) DB / 19°C (66.2°F) WB - Outdoor Temperature 35°C (95°F) DB / 24°C (75.2°F) WB
Heating : - Indoor Temperature 20°C (68°F) DB / 15°C (59°F) WB - Outdoor Temperature 7°C (44.6°F) DB / 6°C (42.8°F) WB
Piping Length - Interconnecting Piping Length 7.5m - Level Difference of Zero.

2. * : See page "Combination Table".
3. Due to our policy of innovation some specifications may be changed without notification.
4. At least two indoor units should be connected
5. Minimum combination ratio should be more than 40%.
6. This product contains fluorinated greenhouse gases (R32)

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com
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INDOOR MA09R NF1 MA12R NF1

Capacity
Cooling Rated W 2,600 3,500

Heating Rated W 2,900 3,900

Sound Pressure
Cooling S / L / M / H dB(A)  27 / 27 /  32 / 38 27 / 32 /  38 / 44 

Heating L / M / H dB(A)  27 / 32 / 38 32 / 38 / 44 

Sound Power Cooling Power dB(A) 52 54

Air Flow Rate
Cooling

S / L / M/ H m3/min 4.4 / 4.4 / 5.9 / 7.7 4.4 / 5.6 / 7.3 / 8.9

Max. (Power) m3/min 8.6 9.6 

Heating L / M / H m3/min 4.7 / 6.1 / 8.0 5.7 / 7.5 / 9.2

Dehumidification Rate l/h 1.2 1.4

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable N x mm2 4C x 0.75 4C x 0.75

Dimension mm 600 x 600 x 145 600 x 600 x 145

Net Weight kg 15.0 15.0

Single Combination

※ This product contains Fluorinated greenhouse gases (R32).
※ S : Sleep / L : Low / M : Medium / H : High
※ GWP : Global warming potential
※ t-CO

2
eq : F-gas(kg)*GWP/1000 

※ For our policy of continuous product improvement, specification, design and feature are subject to change without prior notice.

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Gallery
- -

●
MA09R NF1

●
MA12R NF1

- - -

※ This product contains Fluorinated greenhouse gases (R32).
※ S : Sleep / L : Low / M : Medium / H : High
※ GWP : Global warming potential
※ t-CO

2
eq : F-gas(kg)*GWP/1000 

※ For our policy of continuous product improvement, specification, design and feature are subject to change without prior notice.

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

INDOOR AC18BH NSK AC24BH NSK

Capacity
Cooling Rated W 5,000 6,600

Heating Rated W 5,800 7,500

Sound Pressure
Cooling S / L / M / H dB(A)  31 / 34 / 42 / 47 31 / 34 / 42 / 47 

Heating L / M / H dB(A) 34 / 42 / 47 34 / 42 / 47

Sound Power Cooling Power dB(A) 59 65

Air Flow Rate
Cooling

S / L / M/ H m3/min 8.0 / 10.5 / 13.1 / 15.5 8.0 / 10.5 / 13.1 / 16.1

Max. (Power) m3/min 16.8 18.3 

Heating L / M / H m3/min 10.5 / 13.1 / 15.5 10.5 / 13.1 / 16.1

Dehumidification Rate l/h 1.9 2.6

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable N x mm2 4C x 0.75 4C x 0.75

Dimension mm 998 x 345 x 212 998 x 345 x 212

Net Weight kg 12.8 13.5

Single Combination

INDOOR AM07BH NSJ AC09BH NSJ AC12BH NSJ

Capacity
Cooling Rated W 2,100 2,500 3,500

Heating Rated W 2,300 3,200 3,800

Sound Pressure
Cooling S / L / M / H dB(A) 19 / 26 / 32 / 36  19 / 26 / 33 / 38 19 / 26 / 35 / 39 

Heating L / M / H dB(A) 26 / 32 / 36 26 / 33 / 38 26 / 35 / 39

Sound Power Cooling Power dB(A) 57 57 57

Air Flow Rate
Cooling

S / L / M/ H m3/min 3.0 / 5.0 / 7.2 / 8.6 3.0 / 5.0 / 7.6 / 9.1 3.0 / 5.0 / 8.1 / 9.6

Max. (Power) m3/min 11.1 11.1 11.1 

Heating L / M / H m3/min 5.0 / 7.2 / 8.6 5.0 / 7.6 / 9.1 5.0 / 8.1 / 9.6

Dehumidification Rate l/h 0.9 1.1 1.2

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable N x mm2 4C x 0.75 4C x 0.75 4C x 0.75

Dimension mm 837 x 308 x 192 837 x 308 x 192 837 x 308 x 192

Net Weight kg 9.1 9.9 9.9

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Mirror
-

●
AM07BH NSJ

○●
AC09BH NSJ

○●
AC12BH NSJ

-
○●

AC18BH NSK
○●

AC24BH NSK

100  I  101R32 MULTI SPLIT SPECIFICATIONS

A
R

T
C

O
O

L M
IR

R
O

R

A
R

T
C

O
O

L G
A

LLE
R

Y



 M
U

LT
I S

P
L

IT
R

E
S

ID
E

N
T

IA
L

INDOOR MA09R NF1 MA12R NF1

Capacity
Cooling Rated W 2,600 3,500

Heating Rated W 2,900 3,900

Sound Pressure
Cooling S / L / M / H dB(A)  27 / 27 /  32 / 38 27 / 32 /  38 / 44 

Heating L / M / H dB(A)  27 / 32 / 38 32 / 38 / 44 

Sound Power Cooling Power dB(A) 52 54

Air Flow Rate
Cooling

S / L / M/ H m3/min 4.4 / 4.4 / 5.9 / 7.7 4.4 / 5.6 / 7.3 / 8.9

Max. (Power) m3/min 8.6 9.6 

Heating L / M / H m3/min 4.7 / 6.1 / 8.0 5.7 / 7.5 / 9.2

Dehumidification Rate l/h 1.2 1.4

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable N x mm2 4C x 0.75 4C x 0.75

Dimension mm 600 x 600 x 145 600 x 600 x 145

Net Weight kg 15.0 15.0

Single Combination

※ This product contains Fluorinated greenhouse gases (R32).
※ S : Sleep / L : Low / M : Medium / H : High
※ GWP : Global warming potential
※ t-CO

2
eq : F-gas(kg)*GWP/1000 

※ For our policy of continuous product improvement, specification, design and feature are subject to change without prior notice.

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Gallery
- -

●
MA09R NF1

●
MA12R NF1

- - -

※ This product contains Fluorinated greenhouse gases (R32).
※ S : Sleep / L : Low / M : Medium / H : High
※ GWP : Global warming potential
※ t-CO

2
eq : F-gas(kg)*GWP/1000 

※ For our policy of continuous product improvement, specification, design and feature are subject to change without prior notice.

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

INDOOR AC18BH NSK AC24BH NSK

Capacity
Cooling Rated W 5,000 6,600

Heating Rated W 5,800 7,500

Sound Pressure
Cooling S / L / M / H dB(A)  31 / 34 / 42 / 47 31 / 34 / 42 / 47 

Heating L / M / H dB(A) 34 / 42 / 47 34 / 42 / 47

Sound Power Cooling Power dB(A) 59 65

Air Flow Rate
Cooling

S / L / M/ H m3/min 8.0 / 10.5 / 13.1 / 15.5 8.0 / 10.5 / 13.1 / 16.1

Max. (Power) m3/min 16.8 18.3 

Heating L / M / H m3/min 10.5 / 13.1 / 15.5 10.5 / 13.1 / 16.1

Dehumidification Rate l/h 1.9 2.6

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable N x mm2 4C x 0.75 4C x 0.75

Dimension mm 998 x 345 x 212 998 x 345 x 212

Net Weight kg 12.8 13.5

Single Combination

INDOOR AM07BH NSJ AC09BH NSJ AC12BH NSJ

Capacity
Cooling Rated W 2,100 2,500 3,500

Heating Rated W 2,300 3,200 3,800

Sound Pressure
Cooling S / L / M / H dB(A) 19 / 26 / 32 / 36  19 / 26 / 33 / 38 19 / 26 / 35 / 39 

Heating L / M / H dB(A) 26 / 32 / 36 26 / 33 / 38 26 / 35 / 39

Sound Power Cooling Power dB(A) 57 57 57

Air Flow Rate
Cooling

S / L / M/ H m3/min 3.0 / 5.0 / 7.2 / 8.6 3.0 / 5.0 / 7.6 / 9.1 3.0 / 5.0 / 8.1 / 9.6

Max. (Power) m3/min 11.1 11.1 11.1 

Heating L / M / H m3/min 5.0 / 7.2 / 8.6 5.0 / 7.6 / 9.1 5.0 / 8.1 / 9.6

Dehumidification Rate l/h 0.9 1.1 1.2

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable N x mm2 4C x 0.75 4C x 0.75 4C x 0.75

Dimension mm 837 x 308 x 192 837 x 308 x 192 837 x 308 x 192

Net Weight kg 9.1 9.9 9.9

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Mirror
-

●
AM07BH NSJ

○●
AC09BH NSJ

○●
AC12BH NSJ

-
○●

AC18BH NSK
○●

AC24BH NSK
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INDOOR AP09RT NSJ AP12RT NSJ

Capacity
Cooling Rated W 2,500 3,500

Heating Rated W 3,300 4,000

Sound Pressure
Cooling S / L / M / H dB(A)  21 / 27 / 35 / 42  21 / 27 / 35 / 42

Heating L / M / H dB(A) 27 / 35 / 42 27 / 35 / 42

Sound Power Cooling Power dB(A) 59 59

Air Flow Rate
Cooling

S / L / M/ H m3/min 3.0 / 4.2 / 6.6 / 10.0 3.0 / 4.2 / 6.6 / 10.0

Max. (Power) m3/min 11.0 11.0 

Heating L / M / H m3/min 4.2 / 6.6 / 10.0 4.2 / 6.6 / 10.0

Dehumidification Rate l/h 0.9 0.9

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable N x mm2 4C x 0.75 4C x 0.75

Dimension mm 857 x 348 x 189 857 x 348 x 189

Net Weight kg 9.5 9.5

Single Combination

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Air Purification - -
○●

AP09RT NSJ
○●

AP12RT NSJ
- - -

※ This product contains Fluorinated greenhouse gases (R32).
※ S : Sleep / L : Low / M : Medium / H : High
※ GWP : Global warming potential
※ t-CO

2
eq : F-gas(kg)*GWP/1000 

※ For our policy of continuous product improvement, specification, design and feature are subject to change without prior notice.

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Deluxe -
●

DM07RH NSJ
○●

DC09RH NSJ
○●

DC12RH NSJ
-

○●
DC18RH NSK

○●
DC24RH NSK

INDOOR DC18RH NSK DC24RH NSK

Capacity
Cooling Rated W 5,000 6,600

Heating Rated W 5,800 7,500

Sound Pressure
Cooling S / L / M / H dB(A) 31 / 34 /42 / 47 31 / 34 / 42 / 47

Heating L / M / H dB(A) 34 / 42 / 47 34 / 42 / 47

Sound Power Cooling Power dB(A) 60 64

Air Flow Rate
Cooling

S / L / M/ H m3/min 8.0 / 10.5 / 13.1 / 15.5 8.0 / 10.5 / 13.1 / 16.1

Max. (Power) m3/min 16.8 18.3 

Heating L / M / H m3/min 10.5 / 13.1 / 15.5 10.5 / 13.1 / 16.1

Dehumidification Rate l/h 1.9 2.6

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable N x mm2 4C x 0.75 4C x 0.75

Dimension mm 998 x 345 x 210 998 x 345 x 210

Net Weight kg 11.9 12.7

Single Combination

INDOOR DM07RH NSJ DC09RH NSJ DC12RH NSJ

Capacity
Cooling Rated W 2,100 2,500 3,500

Heating Rated W 2,300 3,200 4,000

Sound Pressure
Cooling S / L / M / H dB(A)  19 / 27 / 31 / 36 19 / 27 / 32 / 36  19 / 29 / 34 / 38

Heating L / M / H dB(A) 27 / 31 / 36 27 / 32 / 36 29 / 34 / 39

Sound Power Cooling Power dB(A) 56 56 56

Air Flow Rate
Cooling

S / L / M/ H m3/min 3.5 / 5.0 / 6.1 / 7.4 3.5 / 5.0 / 6.4 / 7.7 3.5 / 5.3 / 6.7 / 8.1

Max. (Power) m3/min 10.1 10.1 10.1 

Heating L / M / H m3/min 5.0 / 6.1 / 7.4 5.0 / 6.4 / 7.7 5.3 / 6.7 / 8.1

Dehumidification Rate l/h 0.9 1.1 1.2

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable N x mm2 4C x 0.75 4C x 0.75 4C x 0.75

Dimension mm 837 x 308 x 189 837 x 308 x 189 837 x 308 x 189

Net Weight kg 8.3 9.1 9.1

※ This product contains Fluorinated greenhouse gases (R32).
※ S : Sleep / L : Low / M : Medium / H : High
※ GWP : Global warming potential
※ t-CO

2
eq : F-gas(kg)*GWP/1000 

※ For our policy of continuous product improvement, specification, design and feature are subject to change without prior notice.
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LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Standard Plus
●

PM05SP NSA  
●

PM07SP NSA
○●

PC09SQ NSJ
○●

PC12SQ NSJ
●

PM15SP NSJ
○●

PC18SQ NSK 
○●

PC24SQ NSK

INDOOR PC18SQ NSK PC24SQ NSK

Capacity
Cooling Rated W 5,000 6,600

Heating Rated W 5,800 7,500

Sound Pressure
Cooling S / L / M / H dB(A)  31 / 34 / 42 / 47 31 / 34 / 42 / 47 

Heating L / M / H dB(A) 34 / 42 / 47 34 / 42 / 47

Sound Power Cooling Power dB(A) 59 65

Air Flow Rate
Cooling

S / L / M/ H m3/min 8.0 / 10.5 / 13.1 / 15.5 8.0 / 10.5 / 13.1 / 16.1

Max. (Power) m3/min 16.8 18.3 

Heating L / M / H m3/min 10.5 / 13.1 / 15.5 10.5 / 13.1 / 16.1

Dehumidification Rate l/h 1.9 2.6

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable N x mm2 4C x 0.75 4C x 0.75

Dimension mm 998 x 345 x 210 998 x 345 x 210

Net Weight kg 11.9 12.7

Single Combination

INDOOR PM05SP NSA PM07SP NSA PC09SQ NSJ PC12SQ NSJ PM15SP NSJ

Capacity
Cooling Rated W 1,500 2,100 2,500 3,500 4,200

Heating Rated W 1,600 2,300 3,200 3,800 5,400

Sound Pressure
Cooling S / L / M / H dB(A) 22 / 27 / 31 / 36 22 / 27 / 32 / 37  19 / 26 / 33 / 38 19 / 26 / 35 / 39 19 / 28 / 38 / 41

Heating L / M / H dB(A) 25 / 29 / 35 25 / 31 / 37 26 / 33 / 38 26 / 35 / 39 28 / 38 / 41

Sound Power Cooling Power dB(A) 57 57 57 57 57

Air Flow Rate
Cooling

S / L / M/ H m3/min 2.0 / 3.5 / 5.0 / 6.3 2.0 / 3.5 / 5.3 / 6.6 3.0 / 5.0 / 7.6 / 9.1 3.0 / 5.0 / 8.1 / 9.6 3.0 / 5.4 / 8.6 / 10.0

Max. (Power) m3/min 11.1 11.1 11.1 11.1 11.1 

Heating L / M / H m3/min 4.5 / 5.3 / 6.8 4.5 / 5.7 / 7.2 5.0 / 7.6 / 9.1 5.0 / 8.1 / 9.6 5.4 / 8.6 / 10.0

Dehumidification Rate l/h 0.9 0.9 1.1 1.2 1.2

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable N x mm2 4C x 0.75 4C x 0.75 4C x 0.75 4C x 0.75 4C x 0.75

Dimension mm 754 x 308 x 189 754 x 308 x 189 837 x 308 x 189 837 x 308 x 189 837 x 308 x 189

Net Weight kg 7.8 7.8 8.7 8.7 8.7

※ This product contains Fluorinated greenhouse gases (R32).
※ S : Sleep / L : Low / M : Medium / H : High
※ GWP : Global warming potential
※ t-CO

2
eq : F-gas(kg)*GWP/1000 

※ For our policy of continuous product improvement, specification, design and feature are subject to change without prior notice.

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Standard Plus
●

MJ05PC NSJ
●

MJ07PC NSJ
○◎

MJ09PC NSJ
○◎

MJ12PC NSJ
●

MJ15PC NSJ
○◎

MJ18PC NSK
○◎

MJ24PC NSK

INDOOR MJ18PC NSK MJ24PC NSK

Capacity
Cooling Rated W 5,000 6,600

Heating Rated W 5,800 7,500

Sound Pressure
Cooling S / L / M / H dB(A) 31 / 34 / 42 / 47 31 / 34 / 42 / 47

Heating L / M / H dB(A) 34 / 42 / 47 34 / 42 / 47

Sound Power Cooling Power dB(A) 59 65

Air Flow Rate
Cooling

S / L / M/ H m3/min 8.0 / 10.5 / 13.1 / 15.5 8.0 / 10.5 / 13.1 / 16.1

Max. (Power) m3/min 16.8 18.3 

Heating L / M / H m3/min 10.5 / 13.1 / 15.5 10.5 / 13.1 / 16.1

Dehumidification Rate l/h 1.9 2.6

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable N x mm2 4C x 0.75 4C x 0.75

Dimension mm 998 x 345 x 210 998 x 345 x 210

Net Weight kg 12.0 12.0

Single Combination

INDOOR MJ05PC NSJ MJ07PC NSJ MJ09PC NSJ MJ12PC NSJ MJ15PC NSJ

Capacity
Cooling Rated W 1,500 2,100 2,500 3,500 4,200

Heating Rated W 1,600 2,300 3,200 3,800 5,400

Sound Pressure
Cooling S / L / M / H dB(A) 19 / 27 / 30 / 35  19 / 27 / 31 / 36  19 / 27 / 32 / 36  19 / 29 / 34 / 38 19 / 29 / 35 / 40

Heating L / M / H dB(A) 27 / 30 / 35 27 / 31 / 36 27 / 32 / 36 29 / 34 / 38 29 / 35 / 40

Sound Power Cooling Power dB(A) 57 57 57 57 57

Air Flow Rate
Cooling

S / L / M/ H m3/min 3.5 / 5.0 / 5.8 / 7.1 3.5 / 5.0 / 6.1 / 7.4 3.5 / 5.0 / 6.4 / 7.7 3.5 / 5.3 / 6.7 / 8.1 3.5 / 5.4 / 7.0 / 8.7

Max. (Power) m3/min 10.1 10.1 10.1 10.1 10.1 

Heating L / M / H m3/min 5.0 / 5.8 / 7.1 5.0 / 6.1 / 7.4 5.0 / 6.4 / 7.7 5.3 / 6.7 / 8.1 5.4 / 7.0 / 8.7

Dehumidification Rate l/h 0.9 0.9 1.1 1.2 1.2

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable N x mm2 4C x 0.75 4C x 0.75 4C x 0.75 4C x 0.75 4C x 0.75

Dimension mm 837 x 308 x 189 837 x 308 x 189 837 x 308 x 189 837 x 308 x 189 837 x 308 x 189

Net Weight kg 8.7 8.7 8.7 8.7 8.7

※ This product contains Fluorinated greenhouse gases (R32).
※ S : Sleep / L : Low / M : Medium / H : High
※ GWP : Global warming potential
※ t-CO

2
eq : F-gas(kg)*GWP/1000 

※ For our policy of continuous product improvement, specification, design and feature are subject to change without prior notice.
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※ This product contains Fluorinated greenhouse gases (R32).
※ S : Sleep / L : Low / M : Medium / H : High
※ GWP : Global warming potential
※ t-CO

2
eq : F-gas(kg)*GWP/1000 

※ For our policy of continuous product improvement, specification, design and feature are subject to change without prior notice.

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Standard2 -
●

MS07ET NSA
○●

S09ET NSJ
○●

S12ET NSJ
-

○●
S18ET NSK

○●
S24ET NSK

INDOOR S18ET NSK S24ET NSK

Capacity
Cooling Rated W 5,000 6,600

Heating Rated W 5,800 7,500

Sound Pressure
Cooling S / L / M / H dB(A)  31 / 34 / 42 / 47 31 /34 / 42 / 47 

Heating L / M / H dB(A) 34 / 42 / 47 34 / 42 / 47

Sound Power Cooling Power dB(A) 59 65

Air Flow Rate
Cooling

S / L / M/ H m3/min 8.0 / 10.5 / 13.1 / 15.5 8.0 / 10.5 / 13.1 / 16.1

Max. (Power) m3/min 16.8 18.3 

Heating L / M / H m3/min 10.5 / 13.1 / 15.5 10.5/13.1/16.1

Dehumidification Rate l/h 1.9 2.6

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable N x mm2 4C x 0.75 4C x 0.75

Dimension mm 998 x 345 x 210 998 x 345 x 210

Net Weight kg 11.9 12.7

Single Combination

INDOOR MS07ET NSA S09ET NSJ S12ET NSJ

Capacity
Cooling Rated W 2,100 2,500 3,500

Heating Rated W 2,300 3,200 3,800

Sound Pressure
Cooling S / L / M / H dB(A) 22 / 27 / 32 / 37  19 / 26 / 33 / 38 19 / 26 / 35 / 39 

Heating L / M / H dB(A) 25 / 31 / 37 26 / 33 / 38 26 / 35 / 39

Sound Power Cooling Power dB(A) 57 57 57

Air Flow Rate
Cooling

S / L / M/ H m3/min 2.0 / 3.5 / 5.3 / 6.6 3.0 / 5.0 / 7.6 / 9.1 3.0 / 5.0 / 8.1 / 9.6

Max. (Power) m3/min 10.5 11.1 11.1 

Heating L / M / H m3/min 4.5 / 5.7 / 7.2 5.0 / 7.6 / 9.1 5.0 / 8.1 / 9.6

Dehumidification Rate l/h 0.6 1.1 1.2

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50

Power Supply Cable N x mm2 4C x 0.75 4C x 0.75 4C x 0.75

Dimension mm 754 x 308 x 189 837 x 308 x 189 837 x 308 x 189

Net Weight kg 7.8 8.7 8.7

1 Way Cassette

INDOOR MT09R NU1 MT11R NU1

Capacity Cooling / Heating Nom. kW 2.6 / 2.9 3.5 / 3.9

Power Input Nom. W 20 20

Running Current Nom. A 0.2 0.2

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50

Air Flow Rate H / M / L m³/min 7.5 / 7.3 / 6.8 8.1 / 7.4 / 7.0

Sound Pressure Cooling H / M / L dB(A) 36 / 34 / 32 37 / 36 / 33

Sound Power Cooling Max. dB(A) 54 57

Dehumidification Rate l/h 1.1 1.2

Dimensions Body W x H x D mm 860 x 132 x 450 860 x 132 x 450

Net Weight Body kg 13.5 13.5

Piping 
Connection

Liquid mm (inch) Ø6.35 (1/4) Ø6.35 (1/4)

Gas mm (inch) Ø9.52 (3/8) Ø9.52 (3/8)

Decoration 
Panel

Model PT-UAHW0 / PT-UAHG0 / PT-UPHG0 PT-UAHW0 / PT-UAHG0 / PT-UPHG0

※ This product contains Fluorinated greenhouse gases (R32).
※ For our policy of continuous product improvement, specification, design and features are subject to change without prior notice.

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

1 Way Cassette - -
●

MT09R NU1
●

MT11R NU1
- - -
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4 Way Cassette Duct (Mid Static)

INDOOR MT06R NR0 MT08R NR0 CT09F NR0

Capacity Cooling / Heating Nom. kW 1.5 / 1.6 2.1 / 2.3 2.6 / 2.9

Power Input Nom. W 20 20 22

Running Current Nom. A 0.40 0.40 0.40

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50

Air Flow Rate H / M / L m³/min 7.5 / 6.0 / 5.0 7.5 / 6.0 / 5.0 8.5 / 7.0 / 6.0

Sound Pressure Cooling H / M / L dB(A) 31 / 27 / 24 31 / 27 / 24 36 / 33 / 30

Sound Power Cooling Max. dB(A) 48 48 52

Dehumidification Rate l/h - - 0.9

Dimensions Body W x H x D mm 570 x 214 x 570 570 x 214 x 570 570 x 214 x 570

Net Weight Body kg 11.7 11.7 12.4

Piping 
Connection

Liquid mm (inch) Ø6.35 (1/4) Ø6.35 (1/4) Ø6.35 (1/4)

Gas mm (inch) Ø9.52 (3/8) Ø9.52 (3/8) Ø9.52 (3/8)

Decoration 
Panel

Model PT-QCHW0 PT-QCHW0 PT-QAGW0

Color Morning Fog (9001) Morning Fog (9001) White (9003)

Dimensions W x H x D mm 620 x 34 x 620 620 x 34 x 620 620 x 35 x 620

Weight kg 3 3 2.9

INDOOR CT12F NR0 CT18F NQ0 CT24F NB0

Capacity Cooling / Heating Nom. kW 3.5 / 3.9 5.3 / 5.8 6.7 / 7.5

Power Input Nom. W 24 26 26

Running Current Nom. A 0.40 0.40 0.60

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50

Air Flow Rate H / M / L m³/min 9.5 / 8.0 / 7.0 13.0 / 12.0 / 11.0 17.0 / 15.0 / 13.0

Sound Pressure Cooling H / M / L dB(A) 38 / 35 / 32 41 / 39 / 39 38 / 36 / 34

Sound Power Cooling Max. dB(A) 52 57 53

Dehumidification Rate l/h 1.4 2.0 2.7

Dimensions Body W x H x D mm 570 x 214 x 570 570 x 256 x 570 840 x 204 x 840

Net Weight Body kg 12.4 13.9 21.1

Piping 
Connection

Liquid mm (inch) Ø6.35 (1/4) Ø6.35 (1/4) Ø6.35 (1/4)

Gas mm (inch) Ø9.52 (3/8) Ø12.7 (1/2) Ø12.7 (1/2)

Decoration 
Panel

Model PT-QAGW0 PT-QAGW0 PT-AAGW0

Color White (9003) White (9003) White (9003)

Dimensions W x H x D mm 620 x 35 x 620 620 x 35 x 620 950 x 35 x 950

Weight kg 2.9 2.9 7.1

※ Dual vane is applied to 24k
※ This product contains Fluorinated greenhouse gases (R32).
※ For our policy of continuous product improvement, specification, design and features are subject to change without prior notice.

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

4 Way Cassette
●

MT06R NR0
●

MT08R NR0
○◎

CT09F NR0
○◎

CT12F NR0
-

○◎
CT18F NQ0

○◎
CT24F NB0

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Mid / High
Static Pressure

- - - - -
○◎

CM18F N10
○◎

CM24F N10

INDOOR CM18F N10 CM24F N10

Capacity Cooling / Heating Nom. kW 5.3 / 5.8 7.0 / 7.7

Power Input H / M / L W 150 / 130 / 110 180 / 150 / 130

Running Current H / M / L A 0.85 / 0.76 / 0.67 0.98 / 0.85 / 0.76

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50

Air Flow Rate H / M / L m³/min 16.5 / 14.5 / 13.0 18.0 / 16.5 / 14.5

Sound Pressure H / M / L dB(A) 34 / 32 / 30 35 / 34 / 32

Sound Power Level Rated dB(A) 59 60

Dehumidification Rate l/h 1.5 2.5

Dimensions W x H x D mm 900 x 270 x 700 900 x 270 x 700

Net Weight kg 24.6 24.6

Piping 
Connections

Liquid Side mm (inch) Ø6.35 (1/4) Ø9.52 (3/8)

Gas Side mm (inch) Ø12.7 (1/2) Ø15.88 (5/8)

External static 
pressure

Min. ~ Max. Pa (mmAq) 58.8 (6) 58.8 (6)

108  I  109R32 MULTI SPLIT SPECIFICATIONS
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4 Way Cassette Duct (Mid Static)

INDOOR MT06R NR0 MT08R NR0 CT09F NR0

Capacity Cooling / Heating Nom. kW 1.5 / 1.6 2.1 / 2.3 2.6 / 2.9

Power Input Nom. W 20 20 22

Running Current Nom. A 0.40 0.40 0.40

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50

Air Flow Rate H / M / L m³/min 7.5 / 6.0 / 5.0 7.5 / 6.0 / 5.0 8.5 / 7.0 / 6.0

Sound Pressure Cooling H / M / L dB(A) 31 / 27 / 24 31 / 27 / 24 36 / 33 / 30

Sound Power Cooling Max. dB(A) 48 48 52

Dehumidification Rate l/h - - 0.9

Dimensions Body W x H x D mm 570 x 214 x 570 570 x 214 x 570 570 x 214 x 570

Net Weight Body kg 11.7 11.7 12.4

Piping 
Connection

Liquid mm (inch) Ø6.35 (1/4) Ø6.35 (1/4) Ø6.35 (1/4)

Gas mm (inch) Ø9.52 (3/8) Ø9.52 (3/8) Ø9.52 (3/8)

Decoration 
Panel

Model PT-QCHW0 PT-QCHW0 PT-QAGW0

Color Morning Fog (9001) Morning Fog (9001) White (9003)

Dimensions W x H x D mm 620 x 34 x 620 620 x 34 x 620 620 x 35 x 620

Weight kg 3 3 2.9

INDOOR CT12F NR0 CT18F NQ0 CT24F NB0

Capacity Cooling / Heating Nom. kW 3.5 / 3.9 5.3 / 5.8 6.7 / 7.5

Power Input Nom. W 24 26 26

Running Current Nom. A 0.40 0.40 0.60

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50

Air Flow Rate H / M / L m³/min 9.5 / 8.0 / 7.0 13.0 / 12.0 / 11.0 17.0 / 15.0 / 13.0

Sound Pressure Cooling H / M / L dB(A) 38 / 35 / 32 41 / 39 / 39 38 / 36 / 34

Sound Power Cooling Max. dB(A) 52 57 53

Dehumidification Rate l/h 1.4 2.0 2.7

Dimensions Body W x H x D mm 570 x 214 x 570 570 x 256 x 570 840 x 204 x 840

Net Weight Body kg 12.4 13.9 21.1

Piping 
Connection

Liquid mm (inch) Ø6.35 (1/4) Ø6.35 (1/4) Ø6.35 (1/4)

Gas mm (inch) Ø9.52 (3/8) Ø12.7 (1/2) Ø12.7 (1/2)

Decoration 
Panel

Model PT-QAGW0 PT-QAGW0 PT-AAGW0

Color White (9003) White (9003) White (9003)

Dimensions W x H x D mm 620 x 35 x 620 620 x 35 x 620 950 x 35 x 950

Weight kg 2.9 2.9 7.1

※ Dual vane is applied to 24k
※ This product contains Fluorinated greenhouse gases (R32).
※ For our policy of continuous product improvement, specification, design and features are subject to change without prior notice.

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

4 Way Cassette
●

MT06R NR0
●

MT08R NR0
○◎

CT09F NR0
○◎

CT12F NR0
-

○◎
CT18F NQ0

○◎
CT24F NB0

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Mid / High
Static Pressure

- - - - -
○◎

CM18F N10
○◎

CM24F N10

INDOOR CM18F N10 CM24F N10

Capacity Cooling / Heating Nom. kW 5.3 / 5.8 7.0 / 7.7

Power Input H / M / L W 150 / 130 / 110 180 / 150 / 130

Running Current H / M / L A 0.85 / 0.76 / 0.67 0.98 / 0.85 / 0.76

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50

Air Flow Rate H / M / L m³/min 16.5 / 14.5 / 13.0 18.0 / 16.5 / 14.5

Sound Pressure H / M / L dB(A) 34 / 32 / 30 35 / 34 / 32

Sound Power Level Rated dB(A) 59 60

Dehumidification Rate l/h 1.5 2.5

Dimensions W x H x D mm 900 x 270 x 700 900 x 270 x 700

Net Weight kg 24.6 24.6

Piping 
Connections

Liquid Side mm (inch) Ø6.35 (1/4) Ø9.52 (3/8)

Gas Side mm (inch) Ø12.7 (1/2) Ø15.88 (5/8)

External static 
pressure

Min. ~ Max. Pa (mmAq) 58.8 (6) 58.8 (6)

108  I  109R32 MULTI SPLIT SPECIFICATIONS
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LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Low Static
Pressure

- -
○◎

CL09F N50
○◎

CL12F N50
-

○◎
CL18F N60

-

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Low Static
Pressure

- - - - - -
○◎

CL24F N30

Duct (Low Static) Duct (Low Static)

INDOOR CL09F N50 CL12F N50 CL18F N60

Capacity Cooling / Heating Nom. kW 2.5 / 3.2 3.4 / 4.0 5.0 / 5.8

Power Input H / M / L W 21 / 15 / 13 21 / 15 / 13 100 / 90 / 80

Running Current H / M / L A 0.21 / 0.16 / 0.14 0.21 / 0.16 / 0.14 0.43 / 0.39 / 0.34

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50

Air Flow Rate H / M / L m³/min 11.5 / 9.5 / 8.0 11.5 / 9.5 / 8.0 15.0 / 12.0 / 10.0

Sound Pressure H / M / L dB(A) 35 / 30 / 27 35 / 30 / 27 34 / 31 / 29

Sound Power Level Rated dB(A) 55 55 56

Dehumidification Rate l/h 0.5 0.9 1.7

Dimensions W x H x D mm 900 x 190 x 460 900 x 190 x 460 1,100 x 190 x 460

Net Weight kg 18.0 18.0 20.9

Piping 
Connections

Liquid Side mm (inch) Ø 6.35 (1/4) Ø 6.35 (1/4) Ø 6.35 (1/4)

Gas Side mm (inch) Ø 9.52 (3/8) Ø 9.52 (3/8) Ø 12.7 (1/2)

External static 
pressure

Min. ~ Max. Pa (mmAq) 0 ~ 5 (0 ~ 50) 0 ~ 5 (0 ~ 50) 0 ~ 5 (0 ~ 50)

INDOOR CL24F N30

Capacity Cooling / Heating Nom. kW 6.8 / 7.5

Power Input H / M / L W 150 / 130 / 110

Running Current H / M / L A 0.65 / 0.56 / 0.47

Power Supply Ø / V / Hz 1 / 220-240 / 50

Air Flow Rate H / M / L m³/min 20.0 / 16.0 / 12.0

Sound Pressure H / M / L dB(A) 39 / 35 / 32

Sound Power Level Rated dB(A) 58

Dehumidification Rate l/h 2.5

Dimensions W x H x D mm 1,100 x 190 x 700

Net Weight kg 26.0

Piping 
Connections

Liquid Side mm (inch) Ø 9.52 (3/8)

Gas Side mm (inch) Ø 15.88 (5/8)

External static 
pressure

Min. ~ Max. Pa (mmAq) 0 ~ 5 (0 ~ 50)

110  I  111R32 MULTI SPLIT SPECIFICATIONS

※ This product contains Fluorinated greenhouse gases (R32).
※ For our policy of continuous product improvement, specification, design and features are subject to change without prior notice.
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LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

LG participates in the ECP programme 

for EUROVENT VRF program. 

Check ongoing validity of certification 

: www.eurovent-certification.com

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Low Static
Pressure

- -
○◎

CL09F N50
○◎

CL12F N50
-

○◎
CL18F N60

-

kBtu/H 5 7 9 12 15 18 24

kW 1.5 2.1 2.6 3.5 4.2 5.3 7.0

Low Static
Pressure

- - - - - -
○◎

CL24F N30

Duct (Low Static) Duct (Low Static)

INDOOR CL09F N50 CL12F N50 CL18F N60

Capacity Cooling / Heating Nom. kW 2.5 / 3.2 3.4 / 4.0 5.0 / 5.8

Power Input H / M / L W 21 / 15 / 13 21 / 15 / 13 100 / 90 / 80

Running Current H / M / L A 0.21 / 0.16 / 0.14 0.21 / 0.16 / 0.14 0.43 / 0.39 / 0.34

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50

Air Flow Rate H / M / L m³/min 11.5 / 9.5 / 8.0 11.5 / 9.5 / 8.0 15.0 / 12.0 / 10.0

Sound Pressure H / M / L dB(A) 35 / 30 / 27 35 / 30 / 27 34 / 31 / 29

Sound Power Level Rated dB(A) 55 55 56

Dehumidification Rate l/h 0.5 0.9 1.7

Dimensions W x H x D mm 900 x 190 x 460 900 x 190 x 460 1,100 x 190 x 460

Net Weight kg 18.0 18.0 20.9

Piping 
Connections

Liquid Side mm (inch) Ø 6.35 (1/4) Ø 6.35 (1/4) Ø 6.35 (1/4)

Gas Side mm (inch) Ø 9.52 (3/8) Ø 9.52 (3/8) Ø 12.7 (1/2)

External static 
pressure

Min. ~ Max. Pa (mmAq) 0 ~ 5 (0 ~ 50) 0 ~ 5 (0 ~ 50) 0 ~ 5 (0 ~ 50)

INDOOR CL24F N30

Capacity Cooling / Heating Nom. kW 6.8 / 7.5

Power Input H / M / L W 150 / 130 / 110

Running Current H / M / L A 0.65 / 0.56 / 0.47

Power Supply Ø / V / Hz 1 / 220-240 / 50

Air Flow Rate H / M / L m³/min 20.0 / 16.0 / 12.0

Sound Pressure H / M / L dB(A) 39 / 35 / 32

Sound Power Level Rated dB(A) 58

Dehumidification Rate l/h 2.5

Dimensions W x H x D mm 1,100 x 190 x 700

Net Weight kg 26.0

Piping 
Connections

Liquid Side mm (inch) Ø 9.52 (3/8)

Gas Side mm (inch) Ø 15.88 (5/8)

External static 
pressure

Min. ~ Max. Pa (mmAq) 0 ~ 5 (0 ~ 50)

110  I  111R32 MULTI SPLIT SPECIFICATIONS

※ This product contains Fluorinated greenhouse gases (R32).
※ For our policy of continuous product improvement, specification, design and features are subject to change without prior notice.
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